
Geometric grid effects ● economical ● customisable
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Create striking geometric ceilings

G E O M E T R I C G R I D C E I L I N G S



SUPAWOOD WAFFLE BLADES 
Striking geometric ceiling 
effects made easy!

SUPAWOOD WAFFLE BLADES is 
the new cost-effective ceiling 
system that allows you to easily 
design striking geometric effects.

Create dazzling patterns such 
as crosses, saltires, cubes and 
even complex multi-point 
starbursts.

WAFFLE BLADE's are suitable for 
multiple applications including: 
retail, hospitality, hotels, office 
and commercial.
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Heaps Good Service, Adelaide, South Australia
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WAFFLE BLADES’ vertical blades can be criss-crossed and angled in a myriad of 
different ways.  Leave them in an open grid for a more spacious interior feel. 
Alternatively, enclose the back with black acoustic felt or even solid or perforated 
panels.

Exciting and on-trend, WAFFLE BLADES 
opens an incredible array of design 
possibilities without compromising 
services, access or your budget.

Architect: 

Studio Gram
Heaps Good Service, 
Adelaide, South Australia

Architect:  Studio Gram



HotelsOffices and Commercial

WAFFLE 
BLADES
are ideal for:

HospitalityRetail

Triangle Rhombic Cube

customisable Design options

Design for Manufacture and Assembly (DfMA) 

instant Visualisation

compliance, Functionality and pricing Built in

ready-to-use outputs

TYPICAL FRAMING AND SERVICES ZONE
ALLOWANCE: 400MM

Whether your goal is to elevate aesthetics, improve 

acoustics, or achieve both, WAFFLE BLADES deliver 

unmatched results. Start your design journey today 

by clicking the link below.
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Customisable Design Options

Design for Manufacture and Assembly 
(DfMA) 

Ready-to-Use Outputs

Instant Visualisation

Compliance, Functionality and Pricing 
Built In

WAFFLE BLADES 
CONCEPT CREATOR

NOTES:

- Exposed Surface Area is 119%. 

- Ceiling is suitable for Fire Group 3 to NCC 2022 

Vol 1 Clause C2D11 and Specification 7

- This ceiling system has an acoustic 

performance of 0.85 NRC

- Based on the SUPATEXTURE material selected 

this 25m2 feature ceiling will cost approximately 

$12,000 + GST to supply. 

- Possible options to reduce cost are to increase 

blade spacing, reduce blade depth or move to a 

cheaper finish such as SUPAFINISH.

Configuration Details

https://supawood.com.au/concept-

creators/waffle-blades-concept-creators/

UTM Link: https://hubs.li/Q03H0QKJ0

WAFFLe BLADes spec Wording
G E O M E T R I C G R I D C E I L I N G S

CLICK HERE TO VISIT OUR WAFFLE 
BLADES CONCEPT CREATORS PAGE
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WAFFLE BLADES technical 
details and design options

Standard Blade Sizes
> 290 x 18

190 x 18

140 x 18

90 x 18>

>

>

Custom depths and 

widths available

>

Backing Options
> Open

SUPABAB Black 

Acoustic Backing

Matching or contrasting 

panel backing

Mix it up>

>

>

Access options available>

Fire Retardant Options
> Achieve group 2 for

certain configurations

in SUPATEXTURE or 

SUPAFINISH

Standard Grid Sizes
> 1200

900

600

450>

>

>

400

300

Custom spacings available>

>

>

Standard Configurations
> Square

Rectangular

60 degree diamond

45 degree diamond>

>

>

With or without diagonal inserts

Custom angles possible

>

>

Blade Depth

90
mm

140
mm

190
mm

290
mm

300

400

450

600

900

1200

Square Waffle patterns (no backing)

Blade Depth

90
mm

140
mm

190
mm

290
mm

300

400

450

600

900

1200

Square Waffle with diagonals (no backing)

Not Recommended

Available in Fire Group 3

Recommended Configurations

Available in Fire Group 2 or 3
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installers: 

Interior Works and Amicus Projects
Builder: 

John Holland Sydney

Western Sydney University 'Vertical Campus', Parramatta, NSW
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Whether your goal is to elevate aesthetics, improve 

acoustics, or achieve both, WAFFLE BLADES deliver 

unmatched results. Start your design journey today 

using the QR Code provided.



Interlocking blade 
install details

Fully assembled with diagonals.

Assembly Concept

See sequence on left showing 

partly assembled to fully 

assembled.

Member lengths are typically 

2400mm long.

This product can be assembled on 

the ground then lifted as a module 

or assembled piece by piece at final 

install height.
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Suspension clips to be inserted in 

groove on rear, then fixed with two 

screws through the side. Matching 

decal provided to cover screws.

4
5

3
2
1



(NTV) Natural Timber Veneer
SUPAVENEER WAFFLE BLADES 
are only available in Fire Group 3

We can supply board to match joinery in supAteXture and supAVeNeer. 

Also we can supply custom finishes to match standard melamine finishes.

Finishes and colours
Colours shown are a guide only and will vary from blade to blade.

Your choice

American Oak CC

or 
any other

species

Hoop Pine CC Tasmanian Oak ¼ Blackbutt ¼

Spotted Gum ¼ American Walnut CC Midnight Black

(ST) Tactile Woodgrains & Finishes Tactile and highly durable we’re so 
confident in SUPATEXTURE we offer 
a unique 30-year no hassle warranty.

Tasmanian Oak STVic Ash ST Blackbutt ST

Spotted Gum ST American Walnut ST White ST Black ST

Limewash ST

Group 2 Fire Retardant available

S U P A W O O D . C O M . A U06
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Architect/Designers: 

Architectus
Builder: 

Buildcorp

Valley Metro Fortitude Valley QLD

Fusion Maple SF

Black SF

Hoop Pine Classic SF

Virgin Walnut SF

Euro Beech SF

White SF

Tasmanian Oak SF Blackbutt SF Spotted Gum SF

Vic Ash SF

(SF) Veneer & Coloured Laminates Available in Fire Group 2 options

(SCR) Painted Finishes
Highly durable satin, high gloss and metallic finishes 
matched to any colour. Fire Group 1 and 2 available.

Yellow 2120 SCR Orange 1439 SCRYellow 3617 SCR Deep Red 9959 SCRRed 0735 SCR

Bright Blue 9941 SCR Dark Blue 9990 SCRBlue 1034 SCR Green 1040 SCRViolet 1926 SCR

White 1100 SCR Black SCR

Vic Ash SF Hoop Pine Classic SFFusion Maple SF Tasmanian Oak SFEuro Beech SF

Blackbutt SF Virgin Walnut SFSpotted Gum SF Black SFWhite SF

Note: we are also able to match any Dulux or RAL paint finish on request.

Your choice

or 
any colour
reference



DOWNLOAD WAFFLE BLADES SPEC WORDING

Discuss your project

It ’s not easy to make your project stand out and 

satisfy performance, compliance and budget needs. 

We customise our systems to your requirements.

supAWooD HeAD oFFice

Australasian Support & Manufacturing

Aus: +61 1800 002 123

NZ: +64 (0) 9887 3234

info@supawood.com.au

supAWooD uK

UK & EU Support & Manufacturing

+44 (0) 3307 00 00 30

sales@supawood.com.uk

Make Your Mark

Version 4

https://share.hsforms.com/1zdazJtlgReK9j

QG8n1Ngqg3rhhf

https://share.hsforms.com/1hkrDWqdeSvSqa1E
ypq8WrQ3rhhf

schedule a design call (primary ctA)

UTM Link: https://hubs.li/Q03H0PsZ0

WAFFLe BLADes spec Wording

UTM Link: https://hubs.li/Q03H0Pzz0

https://hubs.li/Q03H0PsZ0
https://hubs.li/Q03H0PsZ0
https://hubs.li/Q03H0Pzz0
https://hubs.li/Q03H0Pzz0
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